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Applications: 
 

• New Completions 

• Production or Injection 
Operations  

• Working Pressure up to 
10,000 psi [690 bar] 

• Temperatures up to 
300°F [149°C] 

• Steam Injection and 
Carbon- Capture (CCS) 
injection Versions 
 

Benefits: 
 

• Allows for Well 
Architecture Flexibility 

• Backup Redundancy for 
Potentially Failed TRSV’s 

• Reduced Completion and 
Injection Costs 

 

Features: 
 

• Validated to API-14L 

• CRA Materials 

• Premium Threads 

• Optional Thread 
Configurations 

• Polished Bore Size 
Flexibility 

Description 

The HiFLO™ Nipple is designed to be used with the Tejas HiFLO™ 
Lock in new well completions where an InjectGARD™ Safety Valve 
is used as either the primary safety device, zonal isolation tools, or 
as passive "surge-protection" during injection operations.  The 
HiFLO™ Nipple is available in CRA materials and has a reduced 
outside diameter (close to collar dimensions for 10,000 psi 
applications) for intelligent completions that could require 
significant control line bypass.  Available in a wide variety of 
premium threaded connections, the HiFLO™ Nipple can be used 
to provide continued injection safety in wells where the 
conventional Tubing Retrievable Safety Valves (TRSV's) have failed 
during the life operation.  A simple wireline run will bring the well 
back into regulatory compliance for continued operation with the 
combined InjectGARD™, HiFLO™ Lock, and HiFLO™ Nipple System. 

Contact Tejas Research & Engineering today for more information 
about this simple addition to your injection completion design. 

 

HiFLO™ Nipple Specification† 
Tubing Size 

in [mm] 
Polished Bores 

in [mm] 
Pressure Rating 

psi [bar] 

2.875 [73.03] 2.313 [58.75] 

10,000 [690] 

3.500 [88.90] 2.813 [71.45] 

4.500 [114.30] 

3.500 [88.90] 

3.688 [93.66] 

3.750 [95.25] 

3.813 [96.85] 

5.500 [139.70] 
4.438 [112.73] 

4.562 [115.87] 

† The engineering data provided illustrate the scope of this product offering and 
are not all inclusive.  Additional sizes and functionality are available upon request.  
 
Higher pressure ratings are available upon request and will increase the outer 
diameter of the Nipple 
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